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Introduction

o Traditionally, the mining industry has been a male-dominated sector. 
As a result, available personal protective equipment (PPE) has been designed to suit the male  
physique.

o Compared to their male counterparts, WIM have uniqueand specialhealth and safety needs 
resulting from their structural make up.

o Literature review from Project 130903 showedthat incorrect PPE  posed a risk to the health, safety 
and security of WIM, and as a result, MHSC conducted another research which would focus on the 
selection and provision of gender appropriate  άtŜǊǎƻƴŀƭ tǊƻǘŜŎǘƛǾŜ 9ǉǳƛǇƳŜƴǘ ŦƻǊ ²ƻƳŜƴ ƛƴ ǘƘŜ {ƻǳǘƘ 
!ŦǊƛŎŀƴ aƛƴƛƴƎ LƴŘǳǎǘǊȅέ

o The PPE provided forWIM needed to be designed in line with: 
o the physiologicaland anatomicalbeing of female mine workers
o be based upon female body measurement data
o Nature of mining environment
o Nature of work performed 



o Project number and title: SIM 10 09 04  άtŜǊǎƻƴŀƭ tǊƻǘŜŎǘƛǾŜ 9ǉǳƛǇƳŜƴǘ ŦƻǊ 
²ƻƳŜƴ ƛƴ ǘƘŜ {ƻǳǘƘ !ŦǊƛŎŀƴ aƛƴƛƴƎ LƴŘǳǎǘǊȅέ 

o Author: Professor Lindiwe Zungu(UNISA)

o The primary output of the project:
o develop comprehensive requirementsto assist the South African mining 

industry to select, provide appropriate and suitablePPE for women in mining 
(WIM). 

Completed Project
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Findings of Survey

1.ILL-fitting PPE



Findings of the survey

ÅCoping mechanisms used by WIM 

Ill-fitting PPE

a) Undergarments

ÅAll participants reported that they were using nylon tights as 
undergarments to prevent friction caused by the overall fabric
from rubbing against the skin.

ÅRisk factor to infections, chaffingand rashes.

ÅWearing own T-shirts and jerseys 

b) Private clothes 

ÅJeansinstead of overalls, Doeksinstead of hair nets

ÅHard fabric used to patch the inner part of the overall pants if it 
has been torn due to friction caused by the inner part of thighs, 
especially for overweight and obese women



Findings of the survey continued

2. Inadequate sanitary and ablution facilities
ÅUnhygienictoilet facilities

ÅToilet paper not provided

ÅLack of hand washing facilities 

ÅLack of sanitarybins 

ÅNo demarcationof ablution per gender

ÅInadequate spaceinside the ablution facility

Coping mechanisms

ÅSuppressing the urge to go to the toilet when working underground was reported by half of the 
participants.

ÅAvoiding drinking water underground so that they would not have to use the unhygienic toilets 
was a common practice among more than half of the participants.



Findings of the survey

ÅCoping mechanisms used by WIM

1. Ill-fitting PPE

ÅThick wool socks for the oversized footwear, with some resorting to the use of double pairs of 
socks 

ÅUsing rubber bands to rig the wide upper part of the hand gloves.

ÅUsing wires to adjust big safety belts,

ÅOther ill fitting PPE includes: Bulky SCSR, batteries and head lamps, Improper fitting ear plugs, 
ear muffs, goggles etc.



Recommendations

Practices

1. Selection and provision of PPE 

ÅThe mines must develop the code of practice based on the requirements for selection and 
provision of PPE for WIM ïto comply with guidelines from the regulator. Section 9 of the 
MHSA.

ÅBased on section 5 (2) (a) and section 11 (2) (i) of the MHSA, -selection and provision of PPE 
for WIM ïbased on HIRA ïidentify body part affected 

ÅAnatomical and physiological needs of WIM (Fit & comfort = compliance)

ÅSystematic approach ïergonomics and comfort aspects + anthropometry and BMI.

ÅSpecifications from available standards (SANS 511:2011) provision of PPE and 
undergarments for WIM

ÅCompliance with section 24 of MHSA ïWIM not to pay for PPE 
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Recommendations 

Participatory approach 

- Representatives ïregulator, organized labour, employers, specialists in PPE issues, OHP, 
manufacturers and suppliers ïsection 21 of MHSA

- Consultation with PPE end-users is crucial ïsection 22 of MHSA

Awareness, education and health promotion 

- Increase H&S awareness/training for WIM ïsection 10 of MHSA

- Programmes to address womenôs health issues at work such as infections, rashes and 
chaffing due to inherent factors ïobesity, hormonal changes, etc.

- Use of appropriate  underwear and socks to prevent the risk of IRS, e.g.

- Avoid wearing nylon tights

- Use cotton socks

- Increase water consumption

- Avoid suppressing the urge to urinate ïUTI

- Education on correct biomechanics when moving heavy equipment
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Recommendations 

Improvement sanitary amenities

- Employment of WIM challenges the notion ïsame toilet facility

- In line with section 6 (1) (a) of MHSA:

- Additional toilets per work section

- Demarcation of  toilets per  gender

- Provide basic amenities (*crucial for females in general), e.g.

- Hand washing facilities ïfor hygiene purposes

- S.H.E bins in female toilets

- Clearly lit up areas  close to toilets  - make sanitary facilities safe for women users

- Maintenance of sanitary facilities  - hygienic/clean conditions  - section 6 (1) (b) of MHSA
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Rationale for PPE redesign specifically for women in mining


